
Points clés produit

• Format compact 2 x 4 inch

• Approbations pour Medical
 (isolation 2 x MOPP) 

• Convient aux applications classe I et classe II

• Condensateurs chimique à longue durée de
 vie (jusqu’à 10 ans)

Spécifi cations essentielles

• 80W en convection, 100W avec fl ux d’air forcé

• Sorties standard 12, 15, 24, 36 et 48V

• Consommation à charge nulle < 0.5W

• Rendement jusqu’à 90%

• Emissions conduites suivant la Courbe B

Applications typiques

• Equipements Médicaux

• Broadcast et systèmes audio professionnels

• Test & Mesure

• Affichage à LED et Signalisation 
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Product Highlights

• Compact 2 x 4 inch footprint

• Medical approval (2 x MOPP isolation)

• Suitable for class I and class II applications

• Long e-cap lifetime (up to 10 years)

Key Specifi cations 

• 80W convection cooled, 100W with 
 forced air cooling

• Standard outputs 12, 15, 24, 36 and 48V

• No load consumption < 0.5W

• Efficiency up to 90%

• Curve B conducted EMI

Typical Applications 

• Medical equipment

• Broadcast and professional audio

• Test and Measurement

• LED Displays and Signage

For more information about TDK-Lambda: www.emea.tdk-lambda.com
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